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§1068.40 What special provisions
apply for implementing changes in
the regulations?

(a) During the 12 months following
the effective date of any change in the
provisions of this part, you may ask to
apply the previously applicable provi-
sions. We will generally approve your
request if you can demonstrate that it
would be impractical to comply with
the new requirements. We may con-
sider the potential for adverse environ-
mental impacts in our decision. Simi-
larly, in unusual circumstances, you
may ask for relief under this paragraph
(a) from new requirements that apply
under the standard-setting part.

(b) During the 60 days following the
effective date of any change in the pro-
visions of this part, you may use the
previously applicable provisions with-
out request if they meet either of the
following criteria:

(1) The new provisions require you to
redesign your engines/equipment, mod-
ify your engine/equipment labels, or
change your production procedures.

(2) The new provisions change what
you must include in an application for
certification that you submit before
the end of this 60-day period. You are
not required to amend such applica-
tions to comply with the new provi-
sions for that model year; however,
this allowance does not apply for later
model years, even if you certify an en-
gine family using carryover emission
data. This allowance does not affect
your obligation to provide information
that we request separate from an appli-
cation for certification.

(c) Prior to the dates listed you may
comply with earlier versions of appli-
cable regulations as follows:

(1) Prior to June 1, 2010, you may
comply with the provisions of §1068.240
that were in effect on April 30, 2010.

(2) [Reserved]

[75 FR 23059, Apr. 30, 2010]

§1068.45 General labeling provisions.

The provisions of this part and the
standard-setting part include a variety
of labeling requirements. The following
general provisions apply:

(a) Permanent labels. Where we specify
that you apply a permanent label, you
must meet the following requirements
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unless the standard-setting part in-
cludes other specific label require-
ments:

(1) Attach the label so no one can re-
move it without destroying or defacing
it.

(2) Make sure it is durable and read-
able for the engine/equipment’s entire
life.

(3) Secure it to a part of the engine/
equipment needed for normal operation
and not normally requiring replace-
ment.

(4) Write it in English.

(5) Make the labels readily visible to
the average person after all installa-
tion and assembly are complete.

(b) Removable labels. Where we specify
that you apply a removable label, it
must meet the following conditions:

(1) You must attach the label in a
way that does not allow it to be sepa-
rated from the engine/equipment with-
out a deliberate effort. Note that for
exemptions requiring removable labels,
the exemption no longer applies once
the label is separated from the engine/
equipment.

(2) The label must be durable and
readable throughout the period of its
intended purpose. This period generally
includes all distribution in U.S. com-
merce during which the exemption ap-
plies.

(3) Except as specified in paragraph
(c) of this section, the label must be at-
tached directly to the engine/equip-
ment in a visible location. We consider
a tag that meets the specified require-
ments to be an attached label.

(c) Labels on packaging. Unless we
specify otherwise, where we require en-
gine/equipment labels that may be re-
movable, you may instead label the
packaging if the engines/equipment are
packaged together as described in this
paragraph (c). For example, this may
involve packaging engines together by
attaching them to a rack, binding
them together on a pallet, or enclosing
them in a box. The provisions of this
paragraph (c) also apply for engines/
equipment boxed individually where
you do not apply labels directly to the
engines/equipment. The following pro-
visions apply if you label the pack-
aging instead of labeling engines/equip-
ment individually:
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